Revision: M-ACCS-003.2

M-63 to M-65 FLEX and TUBING

Interlocking Flex, Tubing, and Corrugated Flex

M-63-200-S 2 2.16 1.50 M-63-500-S 5 5.16 3.1

M-63-250-S 25 2.66 1.60 M-63-600-S 6 6.16 3.7

M-63-300-S 3 3.16 1.80 M-63-800-S 8 8.16 4.6

M-63-350-S 315 3.66 1.90 M-63-1000-S 10 10.16 6.2

M-63-400-S 4 4.16 2.50

Available in galvanized.

M-64-150 1.5 0.065 1.00 M-64-800 8 0.083 9 ~ 0D |-
M-64-200 2 0.065 1.30 M-64-1000 10 0.107 14.3 |
M-64-225 2.25 0.065 1.50 M-64-1200 12 0.107 15 I
M-64-250 25 0.065 1.70 M-64-1400 14 0.134 16.2 '
M-64-275 2.75 0.065 1.90 M-64-1600 16 0.107 18.5 :
M-64-300 3 0.065 2.00 M-64-1800 18 0.134 Call | -
M-64-350 3.5 0.065 2.40 M-64-2000 20 0.134 Call : %
M-64-400 4 0.065 2.70 M-64-2200 22 0.134 Call i I
M-64-450 45 0.065 3.10 M-64-2400 24 0.134 Call I
M-64-500 5 0.065 3.40 M-64-2600 26 0.134 Call :
M-64-550 55 0.065 3.40 M-64-2800 28 0.134 Call i
M-64-600 6 0.083 5.00 M-64-3000 30 0.134 Call Lo
M-65-150 1.5 2.19 M-65-500 5 5.87

M-65-200 25 2.75 M-65-600 6 6.94

M-65-250 25 3.17 M-65-800 8 9 _}_l—— LENGTH 4|
M-65-300 3 375 M-65-1000 10 11 NN NN T
v oo am  wesmo @ o B s

M-65-400 4 4.82

W
All dimensions are in inches. All weights are in pounds. Weights are approximate. Larger sizes “ I ‘ t m 1‘
available. Available in stainless steel. s S ILENCERSG®
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